
Aspire bundled applications*
MyPhone Personal Productivity Manager

25-user licence

Recommended PC – Pentium 4/2.0G processor

Internet Explorer 6.0

MyCalls Aspire Performance Monitor

Recommended PC – Pentium 4/2.0G processor

Windows 2000/XP/2003

Web Pro Configuration Manager

Embedded application

Aspire MyCalls 

10-day licence to use Aspire Call Accounting package

Recommended PC – Pentium 4/2.0G processor

*The bundled application pack varies by country. The applications listed are for the United Kingdom. Please check with your reseller.

This publication provides outline information only which

(unless specifically agreed by NEC Infrontia in writing) may not

be used, applied or reproduced for any purpose or form part

of any order or contract or be regarded as a representation

relating to the products or services concerned. NEC Infrontia

reserves the right to alter without notice the specification,

design, price or conditions of supply of any product or

service. E&OE.

All trademarks acknowledged.

NEC Infrontia Limited

75 Swingbridge Road, Loughborough,

Leics LE11 5JB, United Kingdom.

Tel: 01509 643100

Fax: 01509 610206

Web: www.neci.co.uk

NEC Infrontia Ltd is a wholly owned subsidiary 

of the NEC Infrontia Corporation of Japan.

LIT-1309-07

Per node

Cabinets Max. 2 Rack/wall or floor mount
Trunk lines Max. 200
IP trunks Max. 200
Analogue extensions Max. 256
Digital extensions Max. 384
IP extensions Max. 512 
DECT extensions Max. 480
24-button AOM Max. 256
110-button DSS Max. 32
Conference circuits Max. 64
Internal paging zones Max. 64
External paging zones Max. 9
Max. size of paging zone 50
Virtual extensions Max. 256
DDI numbers 2000
DDI routes 3 per DDI number
Network ops consoles Unlimited
CTI users Unlimited
Approvals CE approved

EMC Class A and Class B
Operating temperature 0oC to 40oC
(Except VMM card – +5oc to 40oc)
Humidity 20–90o RH
Internal DHCP server – user selectable
VLAN/QoS IEEE802.1q (VLAN tagging)

IEEE802.1p (VLAN priority)
Layer 3 QoS (ToS) Diffserve/IP Precedence
Flexible ToS prioritisation Aspire can set ToS value for each protocol
Internal gatekeeper on NTCPU card
CODEC Exchange line Extension
G.711
VIF size Variable Variable
G.729a
VIF size Variable Variable
G.723.1
VIF size Variable Variable

Technical specifications

Communication without compromise





Aspire digital phone IP adaptor

• Plug-in IP adaptor for Aspire TDM
system phones

• Converts TDM phone to IP phone
• Optional local mains power adaptor
• G.711, G.723, G.729a Codec option
• QoS options – DiffServ, IP Precedence,

802.1pq VLAN
• IP address assignment – DHCP client

or statically configured 
• Resilience – can register on up to two

Aspire nodes

Aspire SoftPhone – IP voice/video

Aspire SoftPhone is a Windows-based 
IP Telephony and Videophone application.
Take your telephone extension wherever
you go with the Aspire SoftPhone that
works on a PC to deliver the advantages
of a converged voice and data network
using VoIP. 

Make and take calls from your PC
keyboard or through a USB handset 
and enjoy advanced functions too.

Aspire basic phone

• Two feature buttons with dual-colour
LED

• Handsfree answerback/intercom
• Two fixed feature buttons
• Message-waiting light
• Volume control
• Integrated wall mount

Aspire DECT phone

• Supports an integral DECT card,
allowing the connection of 12 base
stations and up to 480 users

Phone summaries

Aspire USB phone

• Connects to PC or laptop
• USB 1.1 interface
• 4 Function buttons
• Message waiting indicator
• Dedicated headset jack
• Configured via IP Softphone

24TIXH IP fallback adaptor

• Analogue PSTN or extension fall over
• HQ user fallback to Aspire analogue

extension port
• Teleworker fall back to analogue

exchange line
• Cost-effective fallback when IP line

quality falls or fails

24BTIXH IP phone

• Three-line/24-character display
• 24 Programmable BLF/call

appearance/multi-function with dual-
colour LED indication

• 10 Speed dial/fixed features buttons
• 2 Call buttons – current/waiting call
• Hold/conference/mic mute/volume/

redial/message buttons
• 4 Context-sensitive navigation menu

buttons
• Hands-free loudspeech/paging
• Message waiting indicator
• Dedicated headset jack
• Dual-port switch (10/100) RJ45
• Supports plug-in adaptors – call

record, analogue TDM fallback adaptor
• POE – IEEE 802.3af
• Optional local mains power adaptor
• G.711, G.723, G.729a Codec option
• QoS options – DiffServ, IP Precedence,

802.1pq VLAN
• IP address assignment – DHCP client

or statically configured
• IP resilience – can register on up to

four Aspire nodes
• Embedded applications – personal/

enterprise directories, missed call log,
CLI/DDI name tagging, voice
messaging, conferencing, call centre

• Multi-language display support (14,
including all major European languages)

• 5 Tones options with variable pitch
selections

• Reversible desk/wall mount

• Available in IP or digital verisons

4TIXH IP phone

• Three-line/24-character display
• 4 Programmable BLF/call

appearance/multi-function with dual-
colour LED indication

• Hold/conference/mic mute/volume/
redial buttons

• 4 Context-sensitive navigation menu
buttons

• Hands-free loudspeech/paging
• Message waiting indicator
• POE – IEEE 802.3af
• Optional local mains power adaptor
• G.711, G.723, G.729a Codec option
• QoS options – DiffServ, IP Precedence,

802.1pq VLAN
• IP address assignment – DHCP client

or statically configured
• Resilience – can register on up to four

Aspire nodes
• Embedded applications – personal/

enterprise directories, missed call log,
CLI/DDI name tagging, conferencing,
voice messaging, call centre

• Multi-language display support (14,
including all major European languages)

• 5 Tones options with variable pitch
selections

• Reversible desk/wall mount

• Available in IP or digital verisons

24TSXH phone – large display

• 24-character display
• 12 Programmable BLF/call

appearance/multi-function with dual-
colour LED indication

• 10 Speed dial/fixed features buttons
• 2 Call buttons – current/waiting call
• Hold/conference/mic mute/volume/

redial/message buttons
• 4 Context-sensitive navigation menu

buttons
• Hands-free loudspeech/paging
• Message waiting indicator
• Dedicated headset jack
• Supports plug-in adaptors – call

record, IP adaptor
• Expansion port for DSS/DLS add-on

modules
• Embedded applications – personal/

enterprise directories, missed call log,
CLI/DDI name tagging, voice
messaging, conferencing, call centre

• Multi-language display support (14,
including all major European languages)

• 5 Tones options with variable pitch
selections

• Reversible desk/wall mount

• Windows voice and video telephony
application

• Windows versions XP Pro or Windows
2000

• Three-line/24-character display
• 320 x 320 or 680 x 680 video window
• USB camera required for video

telephony application
• 24 Programmable BLF/call

appearance/multi-function with dual-
colour LED indication

• 10 Speed dial/fixed features buttons
• 2 Call buttons – current/waiting call
• Hold/conference/mic mute/volume/

redial/message buttons
• 4 Context-sensitive navigation menu

buttons
• Hands-free loudspeech/paging
• Message waiting indicator

• G.711, G.723, G.729a Codec option
• QoS options – DiffServ, IP precedence,

802.1pq VLAN (PC dependent)
• IP address assignment – DHCP client

or statically configured
• Embedded applications – personal/

enterprise directories, missed call log,
CLI/DDI Name tagging, voice
messaging, conferencing, call centre,
freedial 

• Multi-language display support (14,
including all major European languages)

• 5 Tones options with variable pitch
selections

• Compatible hardphone – Aspire USB
phone

• Compatible headset – Plantronics
CS60 DECT 

• Two Plantronics corded headsets 

SIP phones

• We recommend a range of third-
party SIP phones. Please contact
us for our current
recommendation


